


















450mm
(18")min.

A

TYPICAL PRECAST BASE

506S-10

INSTALL STANDARD CITY OF
AUSTIN RING AND 800 mm (32'')
COVER, VARIES SEE STD.
DETAIL 506-4 OR 506-4A AS
APPLICABLE

1.20m (48'')
INSIDE DIAMETER

PRECAST SECTION
SPL WW-146

PRECAST BASE WITH
STEEL REINFORCEMENT
PER ASTM C-478
AND SPL WW-146

''U'' SHAPED
INVERT
PER SPEC 506.4
AND SPL WW-146NOTE:

1. THE MANHOLE BASE SHALL BE BEDDED ON 150 mm (6'') COARSE AGGREGATE.  THE
   CONTRACTOR SHALL LEVEL AND PLUMB THE BASE PRIOR TO SETTING THE PRECAST
   MANHOLE RISER SECTIONS ON THE PRECAST CONCRETE BASE.
2. MH FOUNDATION SHALL MEET OR EXCEED STD. SPEC. 506.5B.

WASTEWATER MANHOLE
ON PRECAST BASE

CITY OF AUSTIN

STANDARD NO.
THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD

AUSTIN WATER UTILITY

150 mm (6'') MIN.
COARSE AGGREGATE

LAYER TO EXTEND MIN.
300 mm (12") ALL

AROUND M.H.

1:12 (8%)
SLOPE

863mm (34")
±12.5mm (1/2")

12" 12"
A

PIPE TO M.H.
CONNECTOR

SPL WW-146D

PIPE TO M.H.
CONNECTOR
SPL WW-146D

FOUNDATION

MANHOLE SECTION
JOINTS PER STD. NO.

506-13 (TYP.) MH GASKETS
PER SPL WW-146C (TYP.)

RECORD COPY SIGNED BY
KATHI L FLOWERS 08/31/2011

A

A

INSTALLATION OF STANDARD
CITY OF AUSTIN RING AND
800 mm (32'') COVER VARIES
SEE STD. DETAIL 506S-4 &
506S-4A

MANHOLE SECTION
JOINTS PER STD. NO.
506S-12 OR 506S-13
(TYP.) MH GASKETS
PER SPL WW-146C
(TYP.)

PRECAST SECTION
SPL WW-146 (TYP.)

''U'' SHAPED
INVERT
PER SPEC 506.4
AND SPL WW-146

CITY OF AUSTIN

STANDARD NO.
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

AUSTIN WATER UTILITY

506S-6

WATER TIGHT WASTEWATER MANHOLE
ON PRECAST BASE

1.20m (48'')
   INSIDE   DIAMETER

PRECAST BASE WITH
STEEL REINFORCEMENT
PER ASTM C-478

1:12  (8%) SLOPE

JOINT WRAP PER
SPL WW-146A (TYP.)

150 mm (6") MIN.
COARSE AGGREGATE
TO EXTEND MIN.
300mm (12") ALL
AROUND M.H.

NOTE:
1. THE MANHOLE BASE SHALL BE BEDDED ON 150 mm (6") COARSE AGGREGATE. THE
   CONTRACTOR SHALL LEVEL AND PLUMB THE BASE PRIOR TO SETTING THE PRECAST
   MANHOLE RISER SECTIONS ON THE PRECAST CONCRETE BASE.
2. MANHOLE FOUNDATION SHALL MEET OR EXCEED SPEC. 506.5B.

SPL WW-146D
FOR PIPE TO MH
CONNECTOR

SPL WW-146D
FOR PIPE TO MH
CONNECTOR

FOUNDATION

TYPICAL PRECAST BASE

450 mm (18") TYP.
PER JOINT

863mm ±12.5MM
34-1/2" ±1/2"

450mm
(18") MIN.
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